
SHEET INDEX

BUILDING CODE DATA

DATE:   SET NUMBER:

2006 INTERNATIONAL BUILDING CODE

2006 INTERNATIONAL MECHANICAL CODE
2006 INTERNATIONAL PLUMBING CODE

SEE SHEET A-1.2 FOR BUILDING CODE DATA

GOVERNING CODES

2005 NEC

ZONING - ZONE D (INDUSTRIAL DISTRICT)

ARCHITECTURAL

APRIL 29, 2016

STRUCTURAL
STRUCTURAL GENERAL NOTESS0.0

STORM WATER DETENTION:

2006 INTERNATIONAL FUEL GAS CODE

CIVIL

PARKING:

417-732-2845

POND CREEK DESIGNS
229 HIGHWAY 60 WEST
REPUBLIC, MISSOURI 65738

417-866-6664
SPRINGFIELD, MISSOURI 65807
3827 SOUTH TIMBERCREEK AVENUE, SUITE A
MILLER ENGINEERING, P.C.

15435 L. C. ROAD 2225
VERONA, MISSOURI 65769
417-860-3284

R. E. WERNER ARCHITECT, LLC

S1.0 FOUNDATION PLAN
S2.0 FOUNDATION DETAILS

MECHANICAL / ELECTRICAL / PLUMBING

417-236-0112

ANDERSON ENGINEERING

MONETT, MISSOURI 65708
218 5TH STREET
CONSULTING ENGINEERS & LAND SURVEYORS

201 INDUSTRIAL DRIVE
BARRY COUNTY, MONETT, MISSOURI 65708

WINTECH WINDOW TECHNOLOGY, INC.

MASONRY & CONCRETE LID DETAILSS3.0

2009 ICC A117.1 ACCESSIBLE AND USABLE BUILDINGS AND FACILITIES
2006 INTERNATIONAL FIRE CODE

GENERAL NOTESA-1.0

BUILDING ADDITION FOR:

CLEARANCE & MOUNTING HEIGHT DETAILSA-1.1

A-2.0 OVERALL FLOOR PLAN
A-2.1 FLOOR PLAN ADDITION
A-2.2 ENLARGED PLAN, REFLECTED CEILING 

(NOTE CIVIL / SITE IMPROVEMENT DRAWING PACKAGE SUBMITTED SEPARATELY)

SEALED BY AN ENGINEER LICENSED IN THE STATE OF MISSOURI
SPRINKLER SYSTEM SHOP DRAWINGS WILL BE PROVIDED - DEFERRED SUBMITTAL:

PRE-ENGINEERED BUILDING SYSTEM - DEFERRED SUBMITTAL:

SEALED BY AN ENGINEER LICENSED IN THE STATE OF MISSOURI
ANCHOR BOLT LAYOUT, & SHOP DRAWINGS WILL BE PROVIDED WHEN AVAILABLE
PRE-ENGINEERED BUILDING SYSTEM DESIGN, DESIGN REACTIONS

THE THIRD PARTY TESTING CONSULTANT WILL BE PROVIDED - DEFERRED SUBMITTAL:
SPECIAL TESTING:

EGRESS PLAN & BUILDING CODE DATAA-1.2

& FINISH PLAN TOILET ROOM BREAK ROOM AREAS
GLASS TREATING AREA ENLARGED PLAN, A-2.3
REFLECTED CEILING & FINISH PLANS
BUILDING ADDITION PLANT AREA FINISH A-2.4
& REFLECTED CEILING PLAN
BUILDING ADDITION ROOF PLANA-2.5

A-2.6 DOOR & WINDOW SCHEDULE
A-3.0 BUILDING ELEVATIONS
A-4.0 BUILDING WALL SECTIONS

(SPRINKLER SYSTEM WILL BE INSTALLED BY THE OWNER'S SPRINKLER CONTRACTOR
AND IS NOT PART OF THIS CONSTRUCTION CONTRACT)

REMOVAL PLANC-1.0
C-2.0 SITE PLAN

SITE GRADING PLANC-3.0

GENERAL CONTRACTORS PLEASE NOTE THESE
DRAWINGS ARE INCLUDED IN THIS DRAWING 
FOR INFORMATIONAL REASONS ONLY - NOT IN 
THE SCOPE OF THIS DRAWING PACKAGE CONTRACT 
FOR CONSTRUCTION - SHEETS C-1.0, C-2.0, & C-3.0

MECHANICAL DETAILS

LIGHT FIXTURE SCHEDULE & DETAILS
ELECTRICAL POWER PLAN
ELECTRICAL LIGHTING PLAN

MECHANICAL SCHEDULES & NOTES
MECHANICAL PLAN

E-1.1

E-3.1
E-2.1

M-1.1

M-3.1
M-2.1

PLUMBING GENERAL NOTES
PLUMBING DETAILS
PLUMBING SCHEDULES
SUPPLY PIPING PLAN
WASTE & VENT PIPING PLAN
PANEL SCHEDULES & RISER DIAGRAM

P-3.1

P-5.1
P-4.1

P-2.1
P-1.1
E-3.2

MECHANICAL SPECIFICATIONSP-5.2



CONCRETE SLAB
(TO BE  REMOVED)

CONCRETE SLAB
(TO BE  REMOVED)

EXISTING BUILDING
(TO REMAIN IN SERVICE)

PROPOSED BUILDING EXPANSION
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PROPOSED BUILDING EXPANSION
(SEE ARCHITECTURAL DWGS.)

PROPOSED PERSONNEL
DOOR STOOP (TYPICAL)
SEE DETAILS THIS DWG.

PROPOSED OVERHEAD
DOOR STOOP (TYPICAL)
SEE DETAILS THIS DWG.

PROPOSED DOWNSPOUT LEADER (TYP.)
CONNECT TO EXISTING 15" PIPE
SEE DETAILS THIS DWG.

PROPOSED DOWNSPOUT LEADER (TYP.)
CONNECT TO NEW 15" PVC PIPE
SEE DETAILS THIS DWG.

PROPOSED 15"Ø PVC HEADER

SEE CIVIL DRAWINGS FOR DETAILS

FUTURE BUILDING EXPANSION

PROPOSED SANITARY SEWER
SEE CIVIL DRAWINGS FOR DETAILS

PROPOSED ELECTRIC TRANSFORMER
PER CITY REQUIREMENTS

1
2" EXP. JT.

1 2"

1"

5'-0"

6" THICK CONCRETE PAD REINF. W/
(1) LAYER OF 6x6-10x10 W.W.M.
OVER 4" OF COMPACTED CRUSHED
STONE OVER COMPACTED EARTH

FIN. FLR.

6"

FINISH GRADE
SEE CIVIL DWGS.

PERSONNEL DOOR STOOP
1

2" = 1'-0"

NOTE:
PAD FOR SINGLE DOORS SHALL
BE 5'-0" x 5'-0", PAD FOR DOUBLE
DOORS SHALL BE 8'-0" x 5'-0". SEE
BLDG. PLANS FOR DOOR SIZES

1
2" EXP. JT.

6"

1 2"

1" FINISH GRADE
SEE CIVIL DWGS.
FINISH GRADE
SEE CIVIL DWGS.

5'-0"

8" THICK CONCRETE PAD REINF. W/
(1) MAT OF #4's @ 12" O.C.E.W.
OVER 4" OF COMPACTED CRUSHED
STONE OVER COMPACTED EARTH

FIN. FLR.

3" CL

OVERHEAD DOOR STOOP
1

2" = 1'-0"

NOTE:
PAD FOR 12' WIDE  DOOR SHALL BE
14'-0" x 5'-0", PAD FOR 16' WIDE
DOOR SHALL BE 18'-0" x 5'-0".
SEE BLDG. PLANS FOR DOOR SIZES

RECTANGULAR TO
ROUND ADAPTER

DOWNSPOUT
(PER BLDG. MFR.)

6" SCH. 40 45° BEND

6"Ø SCH. 40 PIPE

(LTH. AS REQ'D.)

6"Ø SCH. 40 SADDLE

HEADER PIPE
SEE CIVIL PLANS

FINISH GRADE

FDN. WALL

DOWNSPOUT CONNECTION DETAIL
NTS

6"Ø SCH. 40 PIPE

(LTH. AS REQ'D.)
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TOP OF  PAD = ELEV. 1355.12
FINISH FLOOR = ELEV. 1355.95' 3:1 SLOPE (TYP.)

TRANSISTION TO 2:1 AT
NORTHEAST BUILDING CORNER
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1355 EXISTING CONTOUR (5' INTERVAL)

1354 PROPOSED CONTOUR (1' INTERVAL)

1355 PROPOSED CONTOUR (5' INTERVAL)

LEGEND

T.B.M. = EL. 1334.29'
CHISELED SQUARE ON  SOUTHWEST CORNER OF
CONCRETE OUTLET STRUCTURE  IN DETENTION BASIN.
APPROXIMATELY 350' NORTH OF NORTH WALL OF
PROPOSED BUILDING
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28.  CONTRACTOR/SUBCONTRACTORS ARE RESPONSIBLE FOR BRINGING ANY ERRORS OR     
     OMISSIONS FOUND ON THE PLANS TO THE ARCHITECT'S ATTENTION FOR CLARIFICATIONS   
     OF THE INTENT OF THE DRAWINGS OR FOR CLARIFICATION AS TO WHO FURNISHES AND   
     AND INSTALLS MATERIALS AND LABOR TO COMPLETE THE JOB. 

     SHOWN OR DETAILED.
     AND ACCESSORIES TO PROVIDE COMPLETE OPERATING ASSEMBLIES, WHETHER OR NOT
27.  UNLESS NOTED OTHERWISE, ALL WORK SHALL INCLUDE NECESSARY APPURTENANCES

     ARCHITECT & OWNER.
     CONTRACT DRAWINGS AND SPECIFICATIONS MUST BE APPROVED IN WRITING BY THE
26.  ALL CHANGES, OMISSIONS OR ADDITIONS TO THE SCOPE OF WORK DESCRIBED IN THESE

     PAYMENT.
     CERTIFICATE WILL BE SUBMITTED TO THE ARCHITECT WITH FINAL APPLICATION FOR
     APPROPRIATE REGULATORY AGENCY BUILDING DEPARTMENT.  ONE (1) COPY OF THIS
25.  THE GENERAL CONTRACTOR SHALL OBTAIN CERTIFICATE FOR OCCUPANCY FROM THE

     UPON THE CORRECTION AND SUBSEQUENT APPROVAL OF THESE ITEMS.
     UNSATISFACTORY AND/OR INCOMPLETE WORK.  FINAL PAYMENT WILL BE CONTINGENT
     ARCHITECT & OWNERS WHICH WILL CONSIST OF ITEMS IN NEED OF CORRECTION AND
24.  UPON COMPLETION OF THE PROJECT, A "PUNCH LIST" WILL BE COMPILED BY THE

     CHARGED TO THE SUBCONTRACTOR.
     CONTRACTOR MAY HIRE AN OUTSIDE AGENCY FOR THIS SERVICE AND THE COST MAY BE
     SUBCONTRACTOR FAILS TO HAVE THE SITE READY FOR OCCUPANCY, THE GENERAL
     BE REMOVED FROM PROJECT SITE AT SUBCONTRACTORS EXPENSE.  IF THE
     REPAIR OF ALL DAMAGES LEAVING THE PROJECT READY FOR OCCUPANCY.  TRASH SHALL
     CLEAN ALL SIGHT-EXPOSED SURFACES, TOUCH-UP PAINTING OF MARRED SURFACES AND
23.  UPON COMPLETION OF WORK, REMOVE ALL WASTE MATERIALS, EQUIPMENT, DEBRIS AND

     OPERATIONS TO COMPLY WITH ALL LOCAL ORDINANCES AND ANTIPOLLUTION LAWS.
     SAFE ENVIRONMENT FOR WORKERS AND THE PUBLIC.  CONDUCT CLEANING AND DISPOSAL
     AND RUBBISH.  THE PREMISES SHALL BE MAINTAINED IN A MANNER TO PROVIDE A
22.  THE CONSTRUCTION SITE SHALL AT ALL TIMES BE KEPT FREE FROM DEBRIS, WASTE
     FOR FINAL PAYMENT.
     WRITTEN WARRANTY/GUARANTEE AGAINST DEFECT STARTING FROM THE DATE OF APPROVAL
21.   ALL MATERIALS, EQUIPMENT AND LABOR SHALL CARRY A MINIMUM OF ONE (1) YEAR
     GUARANTEES ON ALL EQUIPMENT AND MATERIALS.
     THE OWNER WITH ALL MAINTENANCE AND OPERATION MANUALS, WARRANTIES AND

20.   EACH SUBCONTRACTOR SHALL BE RESPONSIBLE FOR SUPPLYING THE ARCHITECT AND
     REVIEW.
     RESPONSIBLE FOR PROPER EXECUTION AND SHALL SUBMIT SHOP DRAWINGS FOR DESIGN
     DRAWINGS SHALL INDICATE MILLWORK DESIGN INTENT ONLY.  FABRICATOR IS
19.   MILLWORK CONSTRUCTION TO CONFORM WITH AWI STANDARDS FOR PREMIUM MILLWORK. 

     SUBSTITUTION.  ALL FINAL SELECTIONS SHALL BE MADE BY THE ARCHITECT.
     ACCURATE COMPARISON TO BE MADE ON ANY ITEM SUBMITTED FOR INSTALLATION AND/OR
     MATERIAL SAMPLES AND MANUFACTURER'S PRINTED MATERIAL NECESSARY FOR AN
     GENERAL CONTRACTOR TO FORWARD TO THE ARCHITECT FOR REVIEW 6 SETS OF SHOP DRAWINGS,
18.   IT SHALL BE EACH SUBCONTRACTORS RESPONSIBILITY TO OBTAIN AND SUBMIT TO THE

     DOCUMENTS.
     INSTRUCTIONS AND RECOMMENDATIONS, AS WELL AS GUIDELINES SET FORTH IN THESE
     PROJECT SHALL BE INSTALLED IN ACCORDANCE WITH THE MANUFACTURER'S
17.   ALL MATERIALS, FINISHES AND EQUIPMENT REQUIRED FOR THE COMPLETION OF THIS

     FINAL FINISH.
     ACCEPTS THE SURFACE AND SUBSEQUENT RESPONSIBILITY FOR THE APPEARANCE OF THE
16.   TO BEGIN THE APPLICATION OF A FINISH MATERIAL MEANS THAT THE SUBCONTRACTOR

     MATERIALS.
15.   ALL SURFACES SHALL BE PROPERLY PREPARED BEFORE THE APPLICATION OF FINISH

     STRUCTURES.
     RESPECT, UNLESS OTHERWISE NOTED OR TO BE USED FOR FORMS AND/OR TEMPORARY
14.   ALL MATERIALS SHALL BE NEW, UNUSED AND OF THE HIGHEST QUALITY IN EVERY

     IS REQUIRED AT JOB SITE FOR WIRING OF PHONE EQUIPMENT.
13.   THE GENERAL CONTRACTOR SHALL NOTIFY SUBCONTRACTORS WHEN TELEPHONE SERVICE

     SPECIFICATIONS, & GUIDELINES PUBLISHED BY THE NATIONAL ROOFING CONTRACTORS ASSOC.
     STANDARD PROJECT ROOFING DETAILS, FACTORY MUTUAL INSURANCE ASSOCIATION'S
     AND ROOFING REPAIRS SHALL BE ENGINEERED AND INSTALLED IN ACCORDANCE WITH
12.   ALL ROOF PENETRATIONS, EQUIPMENT SUPPORTS, PITCH PANS, FLASHING, CURBING

11.    ALL INSTALLED PLUMBING, MECHANICAL AND ELECTRICAL EQUIPMENT SHALL OPERATE

     SAFETY AND SANITARY LAWS, CODES, STATUTES AND ORDINANCES.
     JURISDICTION AND SHALL CONFORM TO ALL CITY, STATE AND FEDERAL CONSTRUCTION
10.  ALL SUBCONTRACTORS MUST COMPLY WITH RULES AND REGULATIONS OF AGENCIES HAVING

     OF THEIR PORTION OF THE SUBCONTRACT FOR THIS PROJECT AS INDICATED IN THESE DOCUMENTS, 
     AND MISCELLANEOUS SERVICES REQUIRED FOR THE COMPLETE INSTALLAION & OPERATION
     OTHERWISE), EQUIPMENT, TOOLS, UTILITIES, INSURANCE, TAXES, TRANSPORTATION
 9.  EACH SUBCONTRACTOR SHALL FURNISH ALL LABOR, MATERIALS (UNLESS NOTED

     SUPERVISING ALL SAFETY PRECAUTIONS IN CONNECTION WITH THEIR WORK.
     THE SUBCONTRACTOR SHALL BE RESPONSIBLE FOR INITIATING, MAINTAINING AND
     LIABILITY AND PROPERTY DAMAGE FOR THE LIMITS AS REQUIRED BY LAW, OR OWNER. 

     QUIETLY AND FREE FROM EXCESS VIBRATION.

     WHETHER TEMPORARY OR PERMANENT.

     CERTIFICATIONS OF INSURANCE WITH RESPECT TO WORKMEN'S COMPENSATION, PUBLIC
 8.  EACH SUBCONTRACTOR SHALL PURCHASE AND MAINTAIN

     RESPONSIBLE FOR ALL MECHANICAL, PLUMBING AND ELECTRICAL REQUIREMENTS  REQUIRED 
 7.  THE VARIOUS MECHANICAL, ELECTRICAL AND PLUMBING SUBCONTRACTORS SHALL BE

     RELATED TO THEIR SPECIFIC PORTION OF THE WORK.
     CONTRACTOR.  EACH SUBCONTRACTOR SHALL BE RESPONSIBLE FOR PERMITS, FEES, ETC. AS 
     FEDERAL CODES.  EACH SUBCONTRACTOR SHALL COORDINATE ALL WORK WITH THE GENERAL 
     AND APPROVALS REQUIRED FOR CONSTRUCTION BY ALL APPLICABLE LOCAL, STATE AND
 6.  EACH SUBCONTRACTOR SHALL BE RESPONSIBLE FOR ALL PERMITS, FEE INSPECTIONS

     DIMENSIONS SHOWN, VERIFY WITH THE ARCHITECT BEFORE PROCEEDING.
     SHOULD THERE BE A CRITICAL DIMENSION OMITTED OR AN UNCERTAINTY WITH THE
     DETERMINE ANY DIMENSION, USE ONLY THE DIMENSIONS AS SHOWN ON THE DRAWINGS. 
 5.  EACH SUBCONTRACTOR SHALL NOT SCALE THE DRAWINGS TO

     OF CONSTRUCTION, SAFETY PRECAUTIONS IN CONNECTION WITH THEIR WORK, AND FOR
 4.  EACH SUBCONTRACTOR IS RESPONSIBLE FOR THE MEANS, METHODS AND TECHNIQUES

     EXTRA COMPENSATION FOR WORK THAT SHOULD HAVE REASONABLY BEEN ANTICIPATED
     HAVE BEEN COVERED IN HIS BID.  THE OWNER WILL NOT ENTERTAIN REQUESTS FOR
     REVIEW THE DRAWINGS AND SPECIFICATIONS, SO AS TO BE SURE ALL ANCILLARY COSTS
 3.  EACH SUBCONTRACTOR SHALL VISIT THE SITE, THOROUGHLY

     SHALL OBTAIN A CLARIFICATION FROM THE ARCHITECT BEFORE PROCEEDING WITH THE
     INTERFERE WITH SATISFACTORY COMPLETION OF THE WORK, THE SUBCONTRACTOR
     CONSTRUCTION.  IF THERE ARE ANY DISCREPANCIES OR OMISSIONS WHICH WOULD
     CONFIRMING THAT ALL WORK IS BUILDABLE AS SHOWN BEFORE PROCEEDING WITH
     CONTRACT DOCUMENTS.  FIELD CONDITIONS AND DIMENSIONS FOR ACCURACY AND
 2.  EACH SUBCONTRACTOR SHALL BE RESPONSIBLE FOR CHECKING

     BE APPLICABLE TO MATERIALS SPECIFIED IN THE FOLLOWING HEADINGS.
     MANUFACTURER OR INSTITUTE INSTALLATION INSTRUCTIONS AND SPECIFICATIONS SHALL
     SPECIFICATIONS, INSTITUTE CRITERIA CODE REQUIREMENTS, AND CURRENT PUBLISHED
 1.   ALL APPLICABLE INDUSTRY STANDARDS, ASTM CLASSIFICATIONS, MANUFACTURERS

APPLY TO ALL AREAS OF THESE CONSTRUCTION DOCUMENTS.
     - GENERAL CONDITIONS OF THE CONTRACT FOR CONSTRUCTION" (LATEST EDITION)
     DRAWINGS AND GENERAL PROVISIONS OF THE CONTRACT INCLUDING "AIA DOCUMENT A201

     BY LOCAL, STATE AND FEDERAL CODES.

     THEIR ACTS OR OMISSIONS.

     OR OBSERVED.

     WORK IN QUESTION.

     GENERAL CONDITIONS

STRUCTURES UNDER CONSTRUCTION, ALTERATION OR DEMOLITION SHALL BE
PROVIDED WITH NOT LESS THAN ONE 5 LB. 2A-10BC UL APPROVED PORTABLE FIRE
EXTINGUISHER.  EXTINGUISHERS SHALL BE LOCATED IN CONSPICUOUS LOCATIONS
WHERE THEY WILL BE READILY ACCESSIBLE AND IMMEDIATELY AVAILABLE FOR USE.
THESE LOCATIONS SHALL BE ALONG NORMAL PATHS OF TRAVEL.  ADDITIONAL
LOCATIONS INCLUDE EACH STAIRWAY ON ALL FLOOR LEVELS, IN EVERY STORAGE AND
CONSTRUCTION SHED AND WHERE SPECIAL HAZARDS EXIST INCLUDING, BUT NOT
LIMITED TO, THE STORAGE AND USE OF FLAMMABLE AND COMBUSTIBLE LIQUIDS.
INSTALL ONE PORTABLE FIRE EXTINGUISHER FOR EVERY 3,000 S.F. OF BUILDING FLOOR
AREA WITH A MAXIMUM TRAVEL DISTANCE TO THE EXTINGUISHER OF 75 FEET.
PORTABLE FIRE EXTINGUISHERS HAVING A GROSS WEIGHT NOT EXCEEDING 40 LBS.
SHALL BE INSTALLED SO THAT IT'S TOP IS NOT MORE THAN 5 FEET ABOVE THE FLOOR.

ALL PLANS, DRAWINGS, SPECIFICATIONS, DESIGNS, IDEAS AND ARRANGEMENTS INDICATED,
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TOILET CLEARANCES

TWO HINGED DOORS IN SERIES

LATCH-SIDE APPROACHES - SWINGING DOORS

PUSH SIDE

HINGE-SIDE APPROACHES - SWINGING DOORS

PULL SIDE

PULL SIDE PUSH SIDE

LAVATORY CLEARANCES

TOILETS

BASE HEIGHTS

CABINET HEIGHTS

FRONT APPROACHES - SWINGING DOORS

PULL SIDE PUSH SIDE

A-1.1



EXTRUSION RACK
240 X 35

EXTRUSION RACK
240 X 35

S9

EXTRUSION RACK
240 X 35

EXTRUSION RACK
240 X 35

EXTRUSION RACK
240 X 35

EXTRUSION RACK
240 X 35

A-1.2
NORTH

EGRESS, CODE, FIRE EXTINGUISHER, &  REQUIRED SIGNAGE PLAN - SEE ELECTRICAL FOR LIGHTED EXIT & EMERGENCY LIGHTING





EXTRUSION RACK
240 X 35

EXTRUSION RACK
240 X 35

S9

EXTRUSION RACK
240 X 35

EXTRUSION RACK
240 X 35

EXTRUSION RACK
240 X 35

EXTRUSION RACK
240 X 35

A-2.0OVER ALL PLANT FLOOR PLAN
NORTH



EXTRUSION RACK
240 X 35

EXTRUSION RACK
240 X 35

S9

EXTRUSION RACK
240 X 35

EXTRUSION RACK
240 X 35

EXTRUSION RACK
240 X 35

EXTRUSION RACK
240 X 35

A-2.1BUILDING ADDITION FLOOR PLAN 
NORTH

6" STEEL PIPE BOLLARD DETAIL



INTERIOR FINISH NOTES:
PAINT:

FINISH SCHEDULE:

FLOORING:

WALL BASE:

PLASTIC LAMINATE FOR MILLWORK:

TOILET & URINAL PARTITIONS:

CEILING FINISH:

A-2.2TOILET ROOM AREA ENLARGED PLAN 
NORTH

BREAK & TOILET ROOM AREA REFLECTED CEILING PLAN
NORTH

BREAK ROOM & TOILET ROOM AREA FINISH PLAN
NORTH



A-2.3GLASS TREATING  AREA ENLARGED PLAN, REFLECTED CEILING & FINISH PLAN
NORTH

SEE SHEET A-2.2 FOR FINISH NOTES & SCHEDULE



EXTRUSION RACK
240 X 35

EXTRUSION RACK
240 X 35

S9

EXTRUSION RACK
240 X 35

EXTRUSION RACK
240 X 35

EXTRUSION RACK
240 X 35

EXTRUSION RACK
240 X 35

TOILET & URINAL PARTITIONS:

PLASTIC LAMINATE FOR MILLWORK:

INTERIOR FINISH NOTES:

CEILING FINISH:

WALL BASE:

FLOORING:

FINISH SCHEDULE:
PAINT:

A-2.4BUILDING ADDITION PLANT AREA FINISH & REFLECTED CEILING PLAN
NORTH



A-2.5ROOF PLAN
NORTH



A-2.6



A-3.0EAST BUILDING ELEVATION

SOUTH BUILDING ELEVATION

NORTH BUILDING ELEVATION



A-4.0TYPICAL NORTH WALL SECTIONTYPICAL EAST WALL SECTIONTYPICAL SOUTH WALL SECTION
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